
Verification Report
Element Shape ROUND

Scanning Environment DPM1.0/10/640/(90|30Q)

Report Standard AIM DPM

Parameters Requirements Per
Element Result Grade Pass/Fail

Contrast >= 15% 50 4 PASS

Minimum Reflectance >= 5% 71.74 4 PASS

Cell Modulation >= 0.2 0.56 4 PASS

Distributed Damage Grade <= 17% 0 4 PASS

Unused Error Correction > 0.25 1 4 PASS

Axial Non-Uniformity < 0.12 0 4 PASS

Grid Non-Uniformity < 0.75 0.22 4 PASS

Final Grade 4 PASS

Non-Graded Parameters

Matrix Size 24x24

Average Cell Diameter (Pixels) 14.55

Cell Fill/Size Horizontal 84.18

Cell Fill/Size Vertical 84.18

UID

Format Code DD/Text Element Identifiers

Construct 2

Manufacturer Code K0680

Supplier Code KCTK5

Current Part Number FK30492

Concatenated UII K0680KCTK5FK30492

UID Grade FAIL
Serial number missing

Symbol Data

Symbol Data

Calibration and Setup
Parameters

Camera Height 32

System Response 255

Calibration System Response 170

Mean Light 178.97

Calibration Mean Light 150

Maximum Reflectance 227

Calibration Max Reflectance 230
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